
0-RA
Self priming PTO pump

Description

The self primming PTO pump of type OR-A are designed with a 
gearbox for PTO 1 3/8" and for the rotational speed of 540 RPM. The 
pump must be connected to the clockwise rotating PTO shaft. All 
pumps have a built-in check valve. Thus they always remain Self 
priming. These pumps are designed for continuous use.

Application

Use for irrigation with large water requirements, for sprinkling and to 
promote waste water.

Typ Flow rate Port 
sizes

max
Solids

Power Weight

Materials
Pump body: cast iron GG25
Impeller: Cast iron
Mechanical seal: Carbon / Ceramic / NBR
Seals: NBR
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- Pumpen

01 1/2 RA-MF4 ltr. /min 490 300 130 1 1/2" female 5,0 9 mm 21,5 Kg
Head m 20 27 36

02 RA-MF4 ltr. /min 700 470 175 2" female 6,5 14 mm 24 Kg
Head m 12 24 36

02 1/2 RA-MF4 ltr. /min 900 650 230 2 1/2" female 9,5 20 mm 25 Kg
Head m 12 24 36

03 RAS-MF4 ltr. /min 1350 1050 300 3" female 13,5 24 mm 29 Kg
Head m 11 22 40

03 RAZ-MF7 ltr. /min 1200 550 100 3" female 15,5 14 mm 53 Kg
Head m 11 50 69

03 RA-MF6 ltr. /min 1800 1500 600 3" female 17,0 24 mm 53 Kg
Head m 25 35 45

04 RA-VS1 ltr. /min 3100 2400 750 4" female 24,0 39 mm 130 Kg
Head m 12 24 36

0RA-C10-MF6 ltr. /min 600 300 100 2" female 23,0 closed 75 Kg
Head m 75 100 110 1 1/2" Impeller
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